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Setup Instructions for Propeller 1 Design Execution 
using a DE0-Nano Development Board 

Table of Contents 
Introduction 
Parts List 
Install and Configure 

Install the Quartus II Software and Altera USB Drivers 
Install Propeller Plug Drivers 
Connect the Board and Install the Drivers 
Download the Propeller 1 Design Files 
Run Quartus II and Configure Tab Preference 

Execute and Develop 
Compile the Propeller 1 Design 
Load the Propeller 1 Design 
Load and Run Propeller 1 Applications 

More Information 
Revision Notes 

Introduction 
The Propeller 1 (P8X32A) is the first generation of the Parallax Propeller multicore microcontroller released in 
April 2006.  As of August 2014, the Propeller 1 is a 100% open multicore microcontroller, including all of the 
hardware and tools: Verilog code, Spin interpreter, PropellerIDE and SimpleIDE programming tools, and 
OpenSpin and Propeller GCC compilers. The Propeller 1 may be the most open chip in its class. 
 
Parallax has opened the hardware and software source files to inspire others to learn and create (a constant 
key mission of Parallax), to equip and support higher education, and to invite further contributions from the 
community.  We hope that our free software will give you the freedom to innovate with Parallax!  
 
These instructions show you how to download and run the Propeller 1 architecture using a Terasic DE0­Nano 
development board. 
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https://www.google.com/url?q=https%3A%2F%2Fwww.altera.com%2Fdownload%2Fsw%2Fdnl-sw-index.jsp&sa=D&sntz=1&usg=AFQjCNEcP8ylcCLpRVU5dSEfPoZ69CpQkQ


http://www.google.com/url?q=http%3A%2F%2Fwww.parallax.com%2Fusbdrivers&sa=D&sntz=1&usg=AFQjCNET88yI-kMWWG5ZxWWd4RBVbko7RA
http://www.google.com/url?q=http%3A%2F%2Fwww.ftdichip.com%2F&sa=D&sntz=1&usg=AFQjCNFOtUd31lQWOiPT92h-9ZzD_R6T5g




http://www.google.com/url?q=http%3A%2F%2Fwww.parallax.com&sa=D&sntz=1&usg=AFQjCNHAEUv75MFw-1M-sGQRUpzLut9R1Q
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○ readme.txt  ­  (at root and project subfolders) ­ Supplementary notes about the project. 
○ *.src ­ Code used to generate the ROM image in the Propeller 1 microcontroller. 
○ *.v ­ Verilog hardware description of the Propeller 1.  Explore and change these files in Quartus II 

and recompile to try out your new emulated hardware! 
● Visit the Propeller 1 forum at http://forums.parallax.com/forums/  
● Visit the Propeller webpage at http://www.parallax.com/microcontrollers/propeller 
● Visit the Propeller Object Exchange at http://obex.parallax.com  

 

Revision Notes 
● Version 1.2 ­ Changed download order and updated information to configure Quatus II editor tabs. 
● Version 1.1 ­ Updated Quartus II installation section for Linux to solve serial port permission problem. 
● Version 1.0 ­ First release. 
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